
KIT IBIS MAGIC GS -700 

STANDARD EQUIPMENT LIST 

AIRCRAFT  



DESCRIPTION 

1. FUSELAGE: 

  

Metallic monocoque aluminum alloy. 

  

1.A- ENGINE SECTION:  

 

Rotax  engine  mount  four (4)  

strokes.   (Pre engine mount is  op-

tional for Rotax engine 80 hp and 

100 hp). 



  

Cowling - easily removable  2 inspec-

tion covers (superior and inferior) in 

fiberglass. 

  

.Engine inspections caps  in fiberglass 

-superior cover - side by side. 

 

1.B- CABIN SECTION:  

 

Windshield of polycarbonate plastic, 
highly resistant to impacts (lexan 
2mm). 

Dual adjustable fresh air vents (snap 
vents). 



 

Cabin windows in ceiling and rear 
of polycarbonate plastic (lexan 
2mm). 

 

Cabin laterals window  of polycar-

bonate plastic (lexan 2mm). 

 

Dual doors (open system up) with gas 
spring assisted opening. 



 

Doors  with two (2) points 

closed, front and rear with se-

curity  lock. 

Each door open with the 

same key on both sides, pilot 

and copilot, with handles for 

easy opening from the inside 

and outside. 

Windows of polycarbonate 

plastic (lexan 2mm). 

 
Two (2) thick padded and fold-
ing  seats  side by side 
(adjustable forward and back). 

Seats side by side thick padded 
and upholstered with leather 
and synthetic material with 
head rest. 

 
Super plush interior cabin 
floor and baggage floor. 

 
Cargo tie downs in baggage. 

 

2. CABIN FEATURES: 



 

Rear cabin baggage compart-
ment completely carpeted. 

 

Lap belts three points (pilot & 
passenger). 

 

Internal cabin windows in ceiling. 

 

Seats and rails completely 

galvanized / iridescence, a 

better sliding in the point 

of the rails. 



 

Fiberglass in-
strument panel 
with 3 section 
in aluminum 
sheet. 

Dual pilot yoke 
grips control in 
fiber glass for 
pilot and copi-
lot. 

Central  throttle 
controls. 

Dual aluminum 
pedals  for pilot 
and copilot 
(rudder and 
nose wheel 
control). 

 

Pedals system totally gal-

vanized/iridescent . 



 

 

Internal yokes and throttle system 

totally galvanized/ iridescent. 

 

3. CONTROL SYSTEM FEATURES: 

 

 

Wings profile naca 650-18m. 



 

 

Wings with differential flaps 

and ailerons and system 

flaps pipes, galvanized / 

iriscent. 

 

 

External ears reinforced 

with fiberglass. 

 

 

Fiber glass fairing for ai-

leron tube. 



 

Aileron hinged. 

 

Wing one stainless steel 

(chromium-molybdenum )

strut with aluminum fair-

ing. 

 

 

Removable wings. 

 

Left wing landing light 

cover with polycarbonate 

lexan. 



 

Wing with electrical flaps 

with top microswitch.. 

 

Smaller flaps motor with lid 

inspection . 

 

Wing-floor  hook in both 

wings and tail.. 

 

Left wing  alumiium mast-

mount pitot tube. 



 

Wing tip available for nav 

and strobe lights. 

 

Wings with fiberglass 

wing tips (vortelator). 

Horizontal stabilizer with  fiberglass 

tips. 

Elevator.. 

Vertical stabilizer with  fiberglass 

tips. 

4. CONTROL SYSTEM: 

 

Rudder with  fiberglass 

tips. 



 

Small wing for install trim tab elevator 

(Trim Tab elevator no included). 

 

Dorsal fairing and  all moving tail. 

 

Fiber glass fairing for rudder 

control cable. 

. 



 

Inspection lids in the wings. 

. 

 

Inspection lid on the tail of 

the fuselage. 

. 

 

Inspection lid on the vertical 

stabilizer. 

 

Inspection lid on the basis of 

the horizontal stabilizer. 



 

Inspection lid under the fu-

selage. 

 

Rugged fixed tricycle gear and nose 

gear with suspension system with 

steering nose wheel. 

5 LANDING GEAR:  

 

Nose gear and rods pedals totally 

galvanized / iridescent. 

 

Aerodynamic wheel fairings 

(wheel pants). 



 

Landing gear legs of aluminum plate 

7075-T6. 

 

Landing gear with matco hydraulic 

brakes system, with wheels, discs, 

brakes and with independent master 

cylinders. 



 

Three (3) certified wheels 

and tires 500 x 5". 

 

Dual articulating hydraulic 

pilot brakes. 

 

Springs in the pedals to return to 

neutral point. this automatically 

compensate and assist in focusing 

the wheel nose gear and rudder. 



 

Long range wing fuel tanks (2 

units x 9 US gallons each wing) 

and Reserve tank 2 US gallons 

with warning sender. Total capa-

city 20 US gallons. 

 

6 FUEL SYSTEM: 

 

Reserve tank 2 US gallons. 

 

Fuel shut off valve pilot side. 



 

Visual fuel low level indica-

tion system. 

 

 

Internal and external wash 

primer protection anticorrosive 

painting. 

7. PAINT: 



 

 

DUPONT POLYURE-

THANE WHITE  

LACQUER.  

 

 

IBIS AIRCRAFT identification´s logo in pedals, throttle, baggage, safety belts 

and identification´s plate. 



 

Best packing, making sure that all boxes are insured and are well off inside. 



MATERIALS:  

 

IBIS  Ultra Light Aircrafts are made with aeronautical materials: alu-

minum alloy 6061ïT6, 2024-T3, 7075-T6 and 4130 chromium-

molybdenum steel; hardware aircraft an and MS; pop rivets avex 

(Avex-Textron), solid aluminum rivets, polycarbonate plastic lexan  

(UV), carbon fiber, fiber glass volan 150-180-125, electrical cable MIL-

W-22758/16,electric terminal 3M, flex stainless steel control cable MIL

-W-83420, Matco brakes system, teflon, aeroquip hoses of fuel, 

stainless steel tridon clamp and dupont painting. 

SUPPLIERS: 


